
Droughtplug Hose connector Hose connector Shut off valveSiphon pump

Hose 0.75m Hose 1.25m Double-ended connector

Instructions:
Lock the Droughtplug into the bath plug hole by twisting it gently clockwise. 

Attach the hose provided to the Droughtplug using one of the end
connectors with the shorter piece of pipe closest to the bath and attach the
other end to your garden hose using the double-ended hose connector
supplied in your kit.

Squeeze the siphon pump 16-18 times until the water in the pipe is below
the level of the Droughtplug and the water will then flow out of the bath. 

The shut off valve can either be put at the end of the hose provided, or
placed at the end of your garden hose and used to stop the flow of water
when your container or watering can is full.  

You can pull your garden hose up to the bathroom by dropping a retrieval
line from the window, attaching it to the hose and pulling it up.

The speed at which the water flows out will depend on the difference in
height between the ends of the hosepipe. The greater the height the faster
the water will flow.

THANKYOU FOR PURCHASING A DROUGHTPLUG RECYCLING KIT

We hope you find it easy to use, please follow the instructions below and if you have any problems 
contact us by visiting our website:  www.droughtplug.co.uk or write to us at the address below:

Drought Solutions Ltd, PO Box 596, Chichester, West Sussex PO19 9FQ

Contents:

• 1 Droughtplug • 2 Hose end connectors • 1 Hosepipe with integral siphon pump • 1 Shut off valve • 1 Double-ended hose connector

Water Recycling Kit


